
 YA-08EH

Better comfort!
Better care



YA-08EH MODULAR MULTI-FUNCTION 
ELECTRO-HYDRAULIC OPERATION TABLE

- Equipped with 2 sets of surgical position memory functions, convenient for doctors to operate

- AISI304 stainless steel structure and chassis, which is easy to clean
- The operating table has a one-button reset function

- The bed surface is made of X-ray translucent material

on the bed surface

- The hook-type modular design is more stable

The YA-08EH marks a milestone for medik’s surgical table history. It stands out with the modular interchangable 
platform for various surgical postions specially need complete transculent full body. The electro-hydraulic system 
gives the table with fast responding and powerful elevation. The versatile patient positions make the table as an 
ideal option for the hospital OR option. 

Main Features

Model

Table Length

Table Width

Table Height Range

Slide motion

Back section up/down

Head section up/down

Leg section up/down

Leg section outward

Reverse trendelenburg

Trendelenburg

Lateral tilt left/right

Load capacity

YA-08EH

2140mm ( 85.6")

550mm( 22")

550-1050mm (22" to 42")

300mm(12”)

85°/50°

60°/90°

15°/90°

90°

30°

30°

25°/25°

320kg

Technical parameters

Footrest

Body strap

Remote control

Lateral controller inner constructed 

1 pc

1 pair

1 pair

1 pair

1 pair

1 pair

1 pc

1 set(optional)

1 pc

1 set



Main details

Slide 12”(300mm)in both directions 
ensures unobstructed C-arm or X-ray 
imaging from any angle.

26" to 45" meets the needs of a wide 
range of clinical applications. Modular design allows for interchangeable 

head and foot sections, and the hook 
design makes it more stable.

Interchangeable head and 

The remote control can backlit display 
indicating status information, which 
ensures safe and easy handling even in 
the dark operation room.

Back up of the remote control, it is with 
backlit, It is more convenient and faster 
to operate.

The electrically lockable castors can be 
easily controlled on the remote control.

The base has an emergency stop 
button.



25°
Lateral tilt right

Lowest height position

550MM
Highest height position

1050MM

Back section up motion 

85°
Back section down 
motion

50°

30°
Reverse trendelenburg Trendelenburg 

30°

Lateral tilt left

25°



Reflex position

90°
Head section up

60°
Head section down

Leg section motion

-90° +15°
Leg section outward

90°

Slide motion

300MM




